The generator indicator light is on all the time:
Diesel engine series：WP12.440
Failure description
When the generator does not generate electricity and the generator indicator light illuminates with dark
Failure cause analysis
The connection of wiring harness is wrong or quality problem of engine itself (damaged)
Repair methods
The generator does not generate electricity, by personal think that there are three possible causes as follows:
1. There is no field current, i.e., T15 is connected abnormally;
2. The generator belt is loosened, so that no voltage is produced;
3. B1 and B2 have voltage output indeed; the inside of the generator is burnt;
Turn on the key switch; use the multimeter to measure voltage of inputting to no. 15 terminal of the generator 23.7V, L terminal with voltage 23.7V and S terminal with voltage 20.7V; in the normal situation, because the L terminal is connected with indicator, there must be a voltage drop for the voltage input into the engine, however, S terminal is directly from the battery cell, and it should be that battery voltage. But as a result, the voltage in S terminal is 20.7 v. which is abnormal. After check, it is found that because the sequence No. of the socket connector is 54321 while that of the engine is 12345, the S terminal and L terminal are connected reversely due to their connection according to the sequence number. After connection, the indicator changes from dark bright to clearly bright and the voltage meter also shows 28V after the engine starts.
It is recommended that sequence number of socket connector set by us shall be changed or noted when signing the agreement with the appliance factory to avoid the unnecessary troubles.
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