The idle speed of engine is unstable. 
Troubleshooting steps 
Step 1: Read the flash code and determine the fault point; if determination is impossible, go to the next step.
Step 2: Check if the intake (Turbo-charger's surging) and low-voltage fuel pipe (intake) are normal; if it is not sure, go to the next step.
Step 3: Check whether all the plugs of the sensor and wiring harness are normal; if it is not sure, go to the next step.
Step 4: Contact the maintenance personnel in the authorized maintenance station and use professional equipment to conduct inspection according to the following steps.
Check by a diagnostic instrument if the vehicle speed sensor works normally. If you are not sure in this step, you may go to the next step. Further check if rail pressure is established normally with diagnostic instrument; in case of abnormal rail pressure, it might be caused by injector, common rail pipe, high pressure fuel pump and ECU. Please refer to relevant data.。
Case for unstable idle speed of the engine
Failure description:
1. The idle speed of the diesel engine is unstable and there is no flash code.
2. Check that the intake, low pressure oil circuit, the plugs of the sensor and wiring harness are all normal.
3. Use fault diagnostic equipment to read the vehicle speed signal. In the static state, there is vehicle speed signal existing, which is also changed up and down around 0-7km/h
Causes of failure and remedies:
The unstable signal in vehicle speed sensor leads to unstable idle speed of the diesel engine 
Replace it with one qualified vehicle speed sensor; if the vehicle does not use the sensor, then the vehicle speed signal can be shielded. 
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