The flash code light is constantly alight.
Case 1:
Diesel engine series:WP10.375
Failure description:
The flash code illuminates when the rotating speed reaches about 2200r/min; the flash code light goes out when the rotating speed drops to about 1000r/min, showing error 3.3.
Failure cause analysis
It is doubted that the essential data or the installation clearance of crankshaft is not qualified.
Maintenance method:
Take out the variable of rotating speed sensor and camshaft sensor, and it is found that there are no problems.
Take out the speed limit variable and also no problem is found.
It is doubted that there are problems for speed sensor or flywheel. After replacing the sensor, the fault still exists. Then only the flywheel can be replaced, but the engine has been installed in the entire vehicle, it is difficult to dismantle. So adjust synchronous signal revolving speed of engm_nmaxbackup2syncok_ from 1000r/min to 2400r/min, and then ECU considers that the synchronous signal of the engine is always synchronized. At last the problems are solved.
Case 2:
Diesel engine series: WP10.290
Failure description:
The engine smoke is dense; the trouble light is constantly alight and partial functions cannot be realized. Sometimes the engine may shut down as soon as shifting gear. 
Failure cause analysis
Wiring harness malfunctioned or intake pressure sensor has been damaged.
Maintenance method:
Adjust the smoke density and the smoking fault is eliminated. After checking the wiring of complete vehicle, it is found that  degrade clutch wiring cause mixed current connection in the high end with engine 1.04(V2.V4), leading to open circuit so that the engine may automatically shut down sometimes. In view of no cruise function of the vehicle, pull out the pin of the clutch from the insert and screen the switching value of the clutch in the data program, and then the trouble is eliminated. In addition, the intake heating circuits are also short-circuited to the ground so that the flash code light is alight. After the service station rechecked and rearranged the wiring, the problems are solved.
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